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Mais que headset.

The ultimate in technology, comfort, durability and design in VolP applications for professional use.
Available in all models of the series and in monaural and binaural versions, the Epko VolP headset
line brings a unique experience for communicationin softphones. through USB connection.
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TECHNICAL SPECIFICATIONS

Weight v Monaural 51 grams (without cable)

v Binaural 71grams (without cable)
Auricular v 42 mm (without foam)
Versions v" Monaural

v Binaural

v QD - Quick Disconnect

v USB or USB Slim (Without controls)
Technology v VolIP Applications
Microphone v’ Electret Microphone

v" Omnidirectional (Compact and VG versions)

v Noise Cancelling (NC Versions)
Receiver v" Dynamic Receiver @ 27 mm

v Mylar Membrane

v Impedance 32 ohms * 10% @ 1kHz
Warranty v 2years
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Mais que headset.

MAIN CHARACTERISTICS
Premium Materials and Finish

*State-of-the-art engineered polymers and
stainless steel parts guarantee high durability,
performance, and sophistication.

* Redesigned bushing and cable reinforced with
Kevlar® fiber provides a perfect combination of
flexibility and strength.

Comfortable and Ergonomic

» Advanced ergonomic system with stainless steel
headband covered with hypoallergenic material,
rubberized side support, and foam ear cushion
provide maximum comfort and stability for
prolonged use.

HD High-Definition Audio Quality

*Sophisticated electronic noise cancellation
system, protection against acoustic shocks, and
audio equalization guarantee crystal clear calls
and total safety for the user in accordance with
Anatel, IEEE (Institute of Electrical and
Electronics Engineers) and EC (European
Community) standards.

* Designed for the newest trends in Unified
Communications. In the Quick Diconnect (QD)
version, the same Epko headset can be connected
directly to telephones through an RIS cable, and
to PC's or notebooks using a Felitron USB
Interface.

* Available with noise cancelling microphone,
replaceable voice tube or fixed voice tube.

VERSIONS
« Connect the headset directly to digital and VolP
terminals.
Products PN
Epko Noise Cancelling VoIP on32-4
Epko Noise Cancelling VoIP Slim 01132-3
Epko Noise Cancelling VolP Binaural 01132-5
Epko Noise Cancelling VolIP Slim Binaural 01132-6
Epko Voice Guide VolP 01130-7
Epko Voice Guide VolP Slim 0n31-8
Epko Voice Guide VolP Binaural 01130-8
/_,.- Epko Voice Guide VolP Slim Binaural 0n31-0
Epko Compact VolP 0on30-9
\_/‘L Epko Compact VolIP Slim 0n31-8
i B Epko Compact VolP Binaural 01130-0
Version without QD Epko Compact VoIP Slim Binaural o321
COMPATIBILITY

Audio Processor

« Connect the USB Interface or the USB
Slim Interface to the headset and use
it for VolP applications with a USB
connection onyour PCor notebook.

Products PN
Epko Noise Cancelling QD 01114-0
Epko Noise Cancelling Binaural QD 0me-2
Epko Voice Guide QD 01113-2
Epko Voice Guide Binaural QD 01M4-6
Epko Compact QD 01113-8
Epko Compact Binaural QD 01130-0
USB Interface 01130-1
Version with QD USB Slim Interface 0131-2
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